
The Acorn 130 Outdoor Stairlift 
The Acorn 130 Stairlift is one of the most advanced and widely 
used stairlifts in the world, helping hundreds of thousands of 
people worldwide to safely and comfortably use their stairs and 
enjoy their homes again. 

The Acorn 130 Outdoor Stairlift has all of the features of 
the indoor unit, but has been designed and manufactured 
specifi cally for outdoor use. In addition, it also comes with a 
durable, waterproof cover for the ultimate in outdoor protection.

The Acorn 130 Outdoor Stairlift is ideal for any situation 
involving outside stairs or steps, including garden steps, 
balconies, porches, verandas, and garage or basement steps.

The seat post is made of 100% stainless steel, the rack & pinion 
drive is Nitrotech coated, all the electrical systems use fully 
sealed cables, and all plastic material is fl ame retardant and UV 
resistant; to fully protect the unit from the elements.

Regain the freedom
of your home
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Acorn reserves the right to change specifi cations without notice. All measurements are approximate. Images are shown 
for illustrative purposes only. Product may vary slightly.

 Padded seat and backrest.

Easy to use controls.

Secure safety belt.

Folding arms, footrest and seat allow easy 
access to the stairway.

Swivel seat - no need for twisting the body to 
get on and off the lift.

Lockable on/off switch allows the user to 
prevent others (e.g. children) from using the lift. 

Diagnostic digital display informs the user of 
the status of the lift.

Five safety sensors on the footrest and carriage 
stop the lift automatically if any obstruction is 
encountered.  

Hand-held remote controls allow users to ‘call’ 
or ‘send’ the lift up and down the staircase.
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A wealth of features
for your benefit

 A Floor to top of footrest

 B Top of footrest to top of seat

 C Top of seat to top of arms

 D Top of arms to top of seat back

 E Width between armrests (Wide arm version)

 F Overall width

 G Overall height

 H Length of arms from seat back

 I Length of seat base from seat back

 J Length of footrest

 K Width of footrest

 L Front of footrest to stringer

 M Back of seat to stringer

 N Folded width

 O Minimum width required to swivel at top

 P Distance from front of rail to stringer (Wide arm version)
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Dimensions  inch    mm

Specifi cations
Motor Power 0.25KW (USA)
Motor Output Speed No greater than 0.15 m/s (USA)
Method of Drive Rack and Pinion
Power Supply 24V DC (battery)
Maximum Capacity 300lbs
Track Extruded Aluminium
Mains Supply  120V AC, 1.5 Amp Charger
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